
3600XRi/36/LV48 

The 3600XRi/36/LV48 is one of the Sprint Electric Open Chassis Mount DC Drives range of products 

Ratings 

AC Supply 

Range 

Typical Armature 

Voltage 

Max Continuous 

Armature Current 

Nominal 

Power 

200 to 440v 180v 36A 5.5KW / 7HP 

360 to 440v 320v 36A 9.5KW / 

12.6HP 

Dimensions 
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Height Width Depth 

175mm 200mm 70mm 
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AT A GLANCE 

-4 Quadrant, fully regenerative DC drive 
-Isolated control electronics for easy connection to other drives/equipment 
-Suitable for permanent magnet or shunt wound motors 

TECHNICAL HIGHLIGHTS 

-Dual setpoint facility for alternate speed eg. run and crawl 
-Direct pushbutton inputs for control of stop/start, direction and jog functions 
-4Q torque input 
-Regen to zero input 
-2Q torque input 
-Push-button forward/reverse 
-Multiple I/O 
-Push-button start function 

USER ADJUSTABLE PRESETS FOR: 

-Forward 
-Acceleration 
-Reverse acceleration 
-Forward deceleration 
-Reverse deceleration 
-Max motor speed 
-Min motor speed 
-Motor current limit 

https://www.sprint-electric.com/product-category/product-category/open-chassis-mount-dc-drives/


-Brake current limit 
-Forward current limit 
-Reverse current limit 
-Positive current limit 
-Negative current limit 
-IR comp 
-Stability 

 


